


Suitable for Pools

Suitable for Shower Rooms

Suitable for Restaurants

Suitable for Outside Use

Suitable for Laboratories

Suitable for Industrial Use

Suitable for Hospitals

AQUADRAIN UK is now one of the leading brands of domestic, commercial 

and industrial floor drains in Europre with major production facilities in the UK and 

Holland.

Products are produced in ISO9001 certified factories with high quality Grade 304 

Stainless Steel complying with the highest European norms.

Our new professional brochure includes our extensive range for outdoor, swimming 

pools, hospitals, kitchens, heavy duty industry and laboratories. 

Please contact our Sales Team to find your drainage solution at a competitive price.
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AQD-SDU-105041-D-PS
Design Grating London

AQD-SDU-105041-C-PS
Design Grating Milan
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•	 Stainless Steel 304
•	 Removable Smell Adaptor (RSA)
•	 Cap. 30 l/min
•	 Horizontal or Vertical Outlet Ø 40 or 50 mm
•	 360°  Rotatable Connection
•	 Polished Surface

AQD-SDU-105041-A-PS

96

96

96

77

Ø       50
63

125

50

28

22

6

AQD-SDU-105041-B-BR
Brass

Domestic Drains 100 x 100 mm

AQD-SDU-105042-A-PS

•	 Provided with Screwed Grating
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•	 Stainless Steel 304
•	 Insert Standpipe Ø 40 mm
•	 Cap. 18 l/min
•	 Brushed Surface

AQD-412-ROUND-BS

Ø 40

 99   

55 25

 Ø

96

122

96

83

Ø       50
63

125

24

28

12

26
2

122

18

•	 ABS Plastic Drain
•	 2 mm Stainless Steel Grating
•	 Removable Smell Adaptor (RSA)
•	 Cap. 30 l/min
•	 Low Build in Height
•	 Mounting Flange Around Body
•	 Vertical or Horizontal Outlet Pipe Ø 50 mm
•	 360º Rotatable Connection

AQD-SDU-965041-A-PS

Domestic Drains 100 x 100 mm
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Domestic Drains 100 x 100 mm
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AQD-612-ABS-BS

•	 ABS Plastic Drain
•	 Stainless Steel Grating
•	 Removable Water Trap (35 mm)
•	 Cap. 20 l/min
•	 Grating and Frame in Height Adjustable
•	 Low Build in Height
•	 Body with Sand Coating
•	 Mounting Flange Around Body 
•	 Vertical Outlet Pipe Ø 40 mm
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AQD-614-ABS-BS

•	 ABS Plastic Drain
•	 Stainless Steel Grating
•	 Removable Water Trap (50 mm)
•	 Cap. 25 l/min
•	 Grating and Frame in Height Adjustable
•	 Body with Sand Coating
•	 Mounting Flange around Body
•	 Vertical Outlet Pipe Ø 50 mm

AQD-613-ABS-BS

•	 ABS Plastic Drain
•	 Stainless Steel Grating
•	 Removable Water Trap (35 mm)
•	 Cap. 20 l/min
•	 Grating and Frame in Height Adjustable
•	 Low Build in Height
•	 Body with Sand Coating
•	 Mounting Flange around Body
•	 Horizontal Outlet Pipe Ø 40 mm
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AQD-615-ABS-BS

•	 ABS Plastic Drain
•	 Stainless Steel Grating
•	 Removable Water Trap (50 mm)
•	 Cap. 25 l/min
•	 Grating and Frame in Height Adjustable
•	 Body with Sand Coating
•	 Mounting Flange around Body
•	 Horizontall Outlet Pipe Ø 50 mm
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AQD-SDH-106241-B-BS

•	 Stainless Steel 304
•	 Extreme Low Build in Height
•	 Grating with Holes 8 x 8 mm
•	 Horizontal Outlet Ø 40 mm (Sealing Ring)
•	 Removable Plastic Water Trap (35 mm)
•	 Cap. 22 l/min
•	 Solid Mini Drain

Discover more at www.aquazone-uk.com

Domestic Drains 100 x 100 mm
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  New!!

Domestic Drains 126 x 126 mm
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AQD-SDU-125041-A-BS

AQD-SDU-127041-A-BS
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A stainless steel shower drain in a whole new dimension: 126 x 126 mm.
This drain is provided with a sand coating, 360º rotatable outlet connection and can be connected vertically or horizontally.
The low build in height and unlimited possibilities ensure that these new shower drains are suitable for multiple use.

A few characteristics:

•	 Sand Coating
•	 360º Rotatable Outlet Ø 50 mm
•	 Vertical Use: A plastic sewer pipe can be mounted into the Drain
•	 30 or 50 mm Water-trap
•	 Horizontal: Use the added plastic 90º bend
•	 Provided with an earthing point
•	 The sublime brushed grating and frame with removable protection foil
•	 Grating with welded water-trap
•	 Hygienic Design... Stainless Steel!

  New!!

Domestic Drains 126 x 126 mm



10
Discover more at www.aquazone-uk.com

Domestic Drains 150 x 150 mm
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AQD-SDH-156541-A-BS

•	 Stainless Steel 304
•	 Removable Plastic Water Trap (35 mm)
•	 Cap. 22 l/min
•	 Extreme Low Build in Height
•	 Grating with Holes 8 x 8 mm
•	 Horizontal Outlet Ø 40 mm (Sealing Ring)
•	 Solid Mini Drain

Domestic Drains 150 x 150 mm

AQD-617-ABS-BS

•	 ABS Plastic Drain
•	 Stainless Steel Grating
•	 Removable Water Trap (35 mm)
•	 Cap. 20 l/min
•	 Grating and Frame in Height Adjustable
•	 Low Build in Height
•	 Body with Sand Coating
•	 Mounting Flange around Body
•	 Horizontal Outlet Pipe Ø 40 mm
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AQD-619-ABS-BS

•	 ABS Plastic Drain
•	 Stainless Steel Grating
•	 Removable Water Trap (50 mm)
•	 Cap. 25 l/min
•	 Grating and Frame in Height Adjustable
•	 Body with Sand Coating
•	 Mounting Flange around Body
•	 Horizontal Outlet Pipe Ø 50 mm
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AQD-616-ABS-BS

•	 ABS Plastic Drain
•	 Stainless Steel Grating
•	 Removable Water Trap (35 mm)
•	 Cap. 20 l/min
•	 Grating and Frame in Height Adjustable
•	 Low Build in Height
•	 Body with Sand Coating
•	 Mounting Flange around Body
•	 Vertical Outlet Pipe Ø 40 mm
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AQD-618-ABS-BS

•	 ABS Plastic Drain
•	 Stainless Steel Grating
•	 Removable Water Trap (50 mm)
•	 Cap. 25 l/min
•	 Grating and Frame in Height Adjustable
•	 Body with Sand Coating
•	 Mounting Flange around Body
•	 Vertical Outlet Pipe Ø 50 mm

150

Ø50
95

39
35

80
-9

9

97

108

130

50



12
Discover more at www.aquazone-uk.com

•	 Stainless Steel 304
•	 Removable Smell Adaptor (RSA)
•	 Cap. 30 l/min 
•	 Polished Surface
•	 Horizontal or Vertical Outlet Ø 50 mm
•	 360º Rotatable Connection

AQD-12915-SS
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AQD-SDU-155441-B-BR
Brass

AQD-SDU-155441-D-PS
Design Grating London

AQD-SDU-155441-C-PS    
Design Grating Milan 

AQD-SDU-155441-E-PS
Design Grating Paris

•	 Provided with Screwed Grating

AQD-SDU-155442-A-PS

Domestic Drains 150 x 150 mm
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•	 Stainless Steel 316
•	 Polished Surface
•	 Horizontal or Vertical Outlet Ø 50 mm
•	 5 mm Vandal Proof Screwed Grating
•	 Equipped with Earthing Point
•	 Body with Sand Coating

AQD-SDH-157542-A-PS

•	 ABS Plastic Drain
•	 2 mm Stainless Steel Grating
•	 Removable Smell Adaptor (RSA)
•	 Cap. 30 l/min
•	 Low Build in Height
•	 Mountinf Flange around Body
•	 Vertical or Horizontal Outlet Pipe Ø 50 mm
•	 360º Rotatable Connection

AQD-SDU-155241-A-PS
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Domestic Drains 150 x 150 mm
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Domestic Drains 150 x 150 mm
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AQD-SDH-151142-B-PS

•	 Stainless Steel 304
•	 Removable Water Trap (50 mm)
•	 Cap. 45 l/min 
•	 Grating and Frame 360° Rotatable 
        and in Height Adjustable
•	 Equipped with Earthing Point
•	 Screwed Design Grating
•	 Horizontal Outlet Ø 75 mm

AQD-SDV-151242-A-PS

•	 Stainless Steel 304
•	 Removable Water Trap (50 mm)
•	 Cap. 45 l/min 
•	 Grating and Frame 360° Rotatable 
        and in Height Adjustable
•	 Equipped with Earthing Point
•	 Screwed Design Grating
•	 Vertical Outlet Ø 50 mm

AQD-SDV-151242-B-PS

•	 Stainless Steel 304
•	 Removable Water Trap (50 mm)
•	 Cap. 45 l/min 
•	 Grating and Frame 360° Rotatable 
        and in Height Adjustable
•	 Equipped with Earthing Point
•	 Screwed Design Grating 
•	 Vertical Outlet Ø 75 mm
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AQD-SDH-151142-A-PS

•	 Stainless Steel 304
•	 Removable Water Trap (50 mm)
•	 Cap. 45 l/min 
•	 Grating and Frame 360° Rotatable 
        and in Height Adjustable
•	 Equipped with Earthing Point
•	 Screwed Design Grating
•	 Horizontal Outlet Ø 50 mm

Domestic Drains 150 x 150 mm
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AQD-SDU-156041-A-PS

•	 Stainless Steel 304
•	 Removable Water Trap (30 mm)
•	 Cap. 30 l/min 
•	 Horizontal or Vertical Outlet Ø 50 mm
•	 Equipped with Earthing Point
•	 360º Rotatable Connection
•	 Polished Surface
•	 Body with Sand Coating

AQD-SDU-156042-A-PS

•	 with Screwed Grating
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AQD-SDU-156041-C-PS
Design Grating London

AQD-SDU-156041-B-PS
Design Grating Milan

AQD-SDU-156041-D-PS
Design Grating Paris

 AQD-SDU-156011-A-PS
Round Grating 150 mm

Domestic Drains 150 x 150 mm



Discover more at www.aquazone-uk.com



18
Discover more at www.aquazone-uk.com

115

28

146

6

146

146

80
 - 

97
 m

m

84

50
 m

m

Ø       
50

AQD-SDU-158041-A-PS

•	 Stainless Steel 304
•	 Removable Water Trap (50 mm)
•	 Cap. 30 l/min 
•	 Horizontal or Vertical Outlet Ø 50 mm
•	 Equipped with Earthing Point
•	 360º Rotatable Connection
•	 Polished Surface
•	 Body with Sand Coating

AQD-SDU-158042-A-PS
  
•	 with Screwed Grating

AQD-SDU-158041-C-PS
Design Grating London

AQD-SDU-158041-B-PS
Design Grating Milan

Domestic Drains 150 x 150 mm
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AQD-SDU-158041-D-PS
Design Grating Paris

extra: waterproofing membrane for waterproof installation, see page 88

Domestic Drains 150 x 150 mm
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AQD-SDU-198042-A-PS

•	 Stainless Steel 304
•	 Removable Stainless Steel Water Trap (30 mm)
•	 Cap. 30 l/min
•	 Horizontal or Vertical Outlet Ø 50 mm
•	 Body with Sand Coating
•	 360º Rotatable Connection
•	 Provided with Earthing Point
•	 Polished Surface
•	 Screwed Grating
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AQD-SDU-196042-A-PS

•	 Stainless Steel 304
•	 Removable Stainless Steel Water Trap (30 mm)
•	 Cap. 30 l/min
•	 Horizontal or Vertical Outlet Ø 50 mm
•	 Body with Sand Coating
•	 360º Rotatable Connection
•	 Provided with Earthing Point
•	 Polished Surface
•	 Screwed Grating
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Commercial Drains 200 x 200 mm
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AQD-FDV-201841-A-BS

•	 ABS Plastic Drain
•	 Removable PP Plastic Dirt Bucket
•	 50 mm Water Trap
•	 Cap. 30 l/min
•	 Vertical Outlet Ø 75 mm
•	 Stainless Steel 304 Grating, Ø 18 mm Holes
•	 Load Cap. 200 kg

AQD-SDU-195142-A-PS

•	 Stainless Steel 304
•	 Removable Smell Adaptor (RSA)
•	 Cap. 30 l/min
•	 Horizontal or Vertical Outlet Ø 50 mm
•	 360º Rotatable Connection
•	 Polished Surface
•	 Screwed Grating
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 Commercial Drains 200 x 200 mm

AQD-FDV-201841-B-BS

•	 ABS Plastic Drain
•	 Removable PP Plastic Dirt Bucket
•	 50 mm Water Trap
•	 Cap. 30 l/min 
•	 Vertical Outlet Ø 75 mm
•	 Stainless Steel 304 Grating, Ø 18 mm Holes
•	 Load Cap. 500 kg
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AQD-FDV-201841-D-BS

•	 Aluminium Drain
•	 Removable PP Plastic Dirt Bucket
•	 Stainless Steel (304) Grating, Ø 18 mm Holes
•	 Load Cap. 200 kg

AQD-FDV-201841-E-BS

•	 Aluminium Drain
•	 Removable PP Plastic Dirt Bucket
•	 Stainless Steel 304 Grating, Ø 18 mm Holes
•	 Load Cap. 200 kg

AQD-FDV-201841-C-BS

•	 ABS Plastic Drain
•	 Removable PP Plastic Dirt Bucket
•	 50 mm Water Trap
•	 Vertical Outlet Ø 75 mm
•	 Cap. 30 l/min
•	 Stainless Steel 316 Grating, Ø 8 mm Holes
•	 Load Cap. 500 kg

AQD-FDV-202041-A-BS

•	 ABS Plastic Drain
•	 Removable PP Plastic Dirt Bucket
•	 50 mm Water Trap
•	 Vertical Outlet Ø 75 mm
•	 Cap. 30 l/min
•	 Stainless Steel 316 Grating and Frame, Ø 8 mm Holes
•	 Load Cap. 500 kg

Commercial Drains 200 x 200 mm
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 Commercial Drains 200 x 200 mm
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Commercial Drains 200 x 200 mm
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AQD-FDH-201441-A-BS

•	 ABS Plastic Drain
•	 Removable PP Plastic Dirt Bucket
•	 50 mm Water Trap
•	 Cap. 30 l/min
•	 Horizontal Outlet Ø 75 mm
•	 Stainless Steel 304 Grating, Ø 18 mm Holes
•	 Load Cap. 200 kg

AQD-FDH-201441-B-BS

•	 ABS Plastic Drain
•	 Removable PP Plastic Dirt Bucket
•	 50 mm Water Trap
•	 Cap. 30 l/min
•	 Horizontal Outlet Ø 75 mm
•	 Stainless Steel 304 Grating, Ø 18 mm Holes
•	 Load Cap. 500 kg

AQD-FDH-201441-C-BS

•	 ABS Plastic Drain
•	 Removable PP Plastic Dirt Bucket
•	 50 mm Water Trap
•	 Cap. 30 l/min
•	 Horizontal Outlet Ø 75 mm
•	 Stainless Steel 316 Grating, Ø 8 mm Holes
•	 Load Cap. 500 kg

AQD-FDH-201541-A-BS

•	 ABS Plastic Drain
•	 Stainless Steel 316 Grating and Frame, 
        Ø 8 mm Holes
•	 Load Cap. 500 kg
•	 Removable PP Plastic Dirt Bucket
•	 50 mm Water Trap
•	 Horizontal Outlet Ø 75 mm
•	 Cap. 30 l/min

 Commercial Drains 200 x 200 mm
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AQD-FDU-201041-A-BS
Grating with Holes Ø 8 mm,
Load Cap. 600 kg

•	 Stainless Steel 304
•	 Removable Water Trap 50 mm, Provided with Dirt Catcher
•	 Cap. 80 l/min
•	 Horizontal or Vertical Outlet 75 mm (EPDM Sealing Ring)
•	 Body with Sand Coating
•	 Grating and Frame in Height Adjustable and 360º Rotatable
•	 Provided with Earthing Point
•	 Flange around Body
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AQD-FDU-201041-B-BS
Grating with Holes Ø 18 mm, 
Load Cap. 3000 kg
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AQD-FDU-201041-C-SS
Mesh Grating, 
Load Cap. 1250 kg

AQD-FDU-201041-D-BS
Airtight Cover,
Load Cap. 1000 kg
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Commercial Drains 200 x 200 mm
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 Commercial Drains 200 x 200 mm
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Commercial Drains 200 x 200 mm
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AQD-FDU-201011-A-BS
Grating with Holes Ø 8 mm, 
Load Cap. 600 kg

•	 Stainless Steel 304
•	 Removable Water Trap 50 mm, Provided with Dirt Catcher
•	 Cap. 80 l/min
•	 Horizontal or Vertical Outlet 75 mm (EPDM Sealing Ring)
•	 Body with Sand Coating
•	 Provided with Earthing Point
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AQD-FDU-201011-B-BS
Grating with Holes Ø 18 mm, 
Load Cap. 3000 kg
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AQD-FDU-201011-C-BS
Mesh Grating, 
Load Cap. 1250 kg
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AQD-FDU-201011-D-SS
Airtight Cover, 
Load Cap. 1000 kg

 Commercial Drains 200 x 200 mm
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AQD-FDU-201045-A-BS

•	 Stainless Steel 304
•	 Removable Water Trap, Provided with Dirt Catcher
•	 50 mm Water Trap 
•	 Horizontal or Vertical Outlet 75 mm (EPDM Sealing Ring)
•	 Grating and Frame in Height Adjustable and 360º Rotatable
•	 Grating with Holes Ø 8 mm, Provided with Welded Inlet Ø 75 mm 
•	 Equipped with Earthing Point
•	 Mounting Flange around Body
•	 Body with Sand Coating
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AQD-FDU-201045-B-BS

•	 Stainless Steel 304
•	 Removable Water Trap, Provided with Dirt Catcher
•	 50 mm Water Trap 
•	 Horizontal or Vertical Outlet 75 mm (EPDM Sealing Ring)
•	 Grating With Holes Ø 8 mm, Provided with Welded  Inlet Ø 75 mm 
•	 Equipped with Earthing Point
•	 Body with Sand Coating
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Commercial Drains 200 x 200 mm
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AQD-FDU-301341-A-BS

•	 Stainless Steel 304
•	 Removable Water Trap, Removable Dirt Catcher
•	 50 mm Water Trap 
•	 Grating and Frame in Height Adjustable and 360º Rotatable
•	 Horizontal or Vertical Outlet 75 mm (EPDM Sealing Ring)
•	 Grating with Holes Ø 8 mm, Load Cap. 600 kg
•	 Provided with Earthing Point
•	 Mounting Flange around Body

AQD-FDU-301341-B-SS

•	 Stainless Steel 304
•	 Removable Water Trap, Removable Dirt Catcher
•	 50 mm Water Trap 
•	 Grating and Frame in Height Adjustable and 360º Rotatable
•	 Horizontal or Vertical Outlet 75 mm (EPDM Sealing Ring)
•	 Mesh Grating, Load Cap. 1250 kg
•	 Provided with Earthing Point
•	 Mounting Flange around Body
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 Commercial Drains 300 x 300 mm
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Renovation Frames Gratings

AQD-FDC-961141-A-BS

•	 Stainless Steel 304
•	 Fit for Drains 100 x 100 mm
•	 Flange around Frame
•	 2 mm Grating
•	 Low Build in Height
•	 Solid Execution

96 x 96 mm

130 x 130 mm 11
 m

m

146 x 146 mm

180 x 180 mm 11
 m

m

AQD-FDC-141141-A-BS

•	 Stainless Steel 304
•	 Fit for Drains 150 x 150 mm
•	 Flange around Frame
•	 2 mm Grating
•	 Low Build in Height
•	 Solid Execution

196 x 196 mm

210 x 210 mm 11
 m

m

AQD-FDC-191141-A-BS

•	 Stainless Steel 304
•	 Fit for Drains 200 x 200 mm
•	 Flange around Frame
•	 2 mm Grating
•	 Low Build in Height
•	 Solid Execution



Old Situation	 Measuring, Make a Floor Plan

Use Good Tile Adhesive Install New Tiles and the Renovation Frame 
and Grating over the Old Drain

Fill the Joints Remove the Protection Film 
of the Grating

Seal the Floor-Wall Construction   Finished Installation
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Contract Floor Drains
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Contract Floor Drains

AQD-VER150-SV

•	 Anti-odour Floor Drain
•	 Stainless Steel Grade 304
•	 with Non-Return Air Filter
•	 Vertical Outlet Dia. 100 mm
•	 150 x 150 mm
•	 Polished Stainless Steel

AQD-DL0053-8X8-CP

•	 Floor/Shower Drain (2 pc set)
•	 Vertical Outlet Dia. 50 mm
•	 80 x 80 mm
•	 Chrome Plated Brass

AQD-D61004-15X15-CP

•	 Floor/Shower Drain (2 pc set)
•	 Vertical Outlet Dia. 100 mm
•	 150 x 150 mm
•	 Chrome Plated Brass
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AQD-615COP-SS 

•	 Clean Out Floor Drain
•	 with Removable Cover and
•	 Securing Screws
•	 Stainless Steel Grade 304
•	 Vertical Outlet Dia. 100 mm
•	 150 x 150 mm
•	 Polished Stainless Steel

AQD-615COB-SS
•	 Brushed Stainless Steel

AQD-DL0048-15X15-CP

•	 Floor Drain
•	 with Cover (3 pc set)
•	 Chrome Plated Brass
•	 Vertical Outlet Dia. 100 mm
•	 150 x 150 mm

AQD-DL0048-20X20-CP
•	 Vertical Outlet Dia. 111 mm
•	 200 x 200 mm
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Contract Floor Drains
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AQD-DL0079-15X15-CP

•	 Clean Out Floor Drain
•	 with Lock Down and Seal
•	 Vertical Outlet Dia. 100 mm
•	 150 x 150 mm
•	 Chrome Plated Brass
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AQD-615P-SS
 
•	 Floor Drain
•	 with Removable Grid and
•	 Securing Screws
•	 with Cover (3 pc set)
•	 Stainless Steel Grade 304
•	 Vertical Outlet Dia. 110 mm
•	 150 x 150 mm
•	 Polished Stainless Steel

AQD-615B-SS
•	 Brushed Stainless Steel
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Contract Floor Drains
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Contract Floor Drains
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AQD-620P-SS
•	 Floor Drain
•	 with Cover ( 3pc set)
•	 Stainless Steel Grade 304
•	 Vertical Outlet Dia. 134 mm
•	 200 x 200 mm
•	 Polished Stainless Steel

AQD-620B-SS
•	 Brushed Stainless Steel

AQD-115P-SS
•	 Floor Drain
•	 with Pop-up Cover
•	 Vertical Outlet Dia. 100 mm
•	 150 x 150 mm
•	 Polished Stainless Steel

AQD-55003-CP

•	 Floor Drain
•	 with Cover (4 pc set)
•	 Vertical Outlet Dia. 40 mm
•	 95 x 95 mm
•	 Chrome Plated Brass
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Polycarbonate Grating System
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•	 Connectable Polycarbonate Grating Parts
•	 Extreme Load Capacity
•	 Non Skid Surface
•	 Easy to Connect
•	 4 Different Width Dimensions
•	 High Heat and UV Resistant
•	 45 Separate Elements Needed for One Linear Meter
•	 Multi Gratings, Work Anywhere
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Polycarbonate Grating System
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AQD-PG-194022        Width 194 mm

AQD-PG-244022       Width  244 mm

AQD-PG-294022       Width  294 mm

AQD-PG-344022       Width  344 mm	
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Drains for Vinyl Floor Covering
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AQD-FDV-157512-A-PS

•	 Stainless Steel 304
•	 Height Adjustable Grating and Frame, 
        360º Rotatable
•	 Removable Water Trap
•	 Clamping Ring for Perfect Connection to
         Vinyl Covering
•	 Screwed Grating (Polished)
•	 Cap. 45 l/min

AQD-FDV-155012-A-PS

•	 Stainless Steel 304
•	 Height Adjustable Grating and Frame, 
        360º Rotatable
•	 Removable Water Trap
•	 Clamping Ring for Perfect Connection to
         Vinyl Covering
•	 Screwed Grating (Polished)
•	 Cap. 45 l/min

AQD-FDH-155012-A-PS

•	 Stainless Steel 304
•	 Height Adjustable Grating and Frame, 
        360º Rotatable
•	 Removable Water Trap
•	 Clamping Ring for Perfect Connection to
         Vinyl Covering
•	 Screwed Grating (Polished)
•	 Cap. 45 l/min

AQD-FDH-157512-A-PS

•	 Stainless Steel 304
•	 Height Adjustable Grating And Frame, 
        360º Rotatable
•	 Removable Water Trap
•	 Clamping Ring for Perfect Connection to
         Vinyl Covering
•	 Screwed Grating (Polished)
•	 Cap. 45 l/min
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AQD-FDV-229511-A-WH

•	 PeH Plastic
•	 Removable Water Trap
•	 Grating Ø 150 mm
•	 Adjustable Clamping Ring for Perfect 
        Connection to Vinyl Covering
•	 Option: Stainless Steel Grating, AQD-SDH-147641-A-PS

AQD-FDV-151211-A-WH

•	 PeH Plastic
•	 Removable Water Trap
•	 Grating Ø 150 mm
•	 Adjustable Clamping Ring for Perfect 
        Connection to Vinyl Covering
•	 Option: Stainless Steel Grating, Price on Request

AQD-FDH-151211-A-WH

•	 PeH Plastic
•	 Removable Water Trap
•	 Grating Ø 150 mm
•	 Adjustable Clamping Ring for Perfect 
        Connection to Vinyl Covering
•	 Ø 50 or 75 mm Vertical Outlet Pipe
•	 Option: Stainless Steel Grating,  Price on Request

Drains for Vinyl Floor Covering
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Connectable Shower Channels

AQD-SCH-501025-A-BS

•	 Stainless Steel 304
•	 Channel with Horizontal Outlet Ø 50 mm, Length 500 mm
•	 Removable Water Trap
•	 Cap. 30 l/min
•	 Provided with Grating, Holes 8 x 8 mm
•	 Flange Connection, with Screws and Nuts
•	 VITON Rubber Gasket

AQD-SCH-101025-A-BS

•	 Stainless Steel 304
•	 Channel with Horizontal Outlet Ø 50 mm, Length 1000 mm
•	 Removable Water Trap
•	 Cap. 30 l/min.
•	 Provided with Grating, Holes 8x8 mm
•	 Flange Connection, with Screws and Nuts
•	 VITON Rubber Gasket
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Connectable Shower Channels
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Connectable Shower Channels
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AQD-SCU-501025-B-BS   Channel without Outlet, Length 500 mm

115
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500 / 1000 mm
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100 mm

AQD-SCU-101025-B-BS   Channel without Outlet, Length 1000 mm

AQD-SCU-501025-C-BS   End Plate 100 mm AQD-SCU-501025-C	 VITON Rubber Gasket, 
		  Fit for all Connectable Channels

AQD-SCU-501025-A-BS

•	 Stainless Steel 304
•	 Channel with Horizontal or Vertical Outlet Ø 50 mm, Length 500 mm
•	 Removable Smell Adaptor (RSA)
•	 Cap. 40 l/min.
•	 Provided with Grating, Holes 8 x 8 mm
•	 Flange Connection, with Screws and Nuts
•	 VITON Rubber Gasket
        

AQD-SCU-101025-A-BS

•	 Length 1000 mm

Connectable Shower Channels
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Shallow Shower Channels

AQD-SCH-607521-A-BS t/m AQD-SCH-107521-A-BS

•	 Stainless Steel 304
•	 Build in Height only 75 mm
•	 Removable Plastic (35 mm) Water Trap
•	 Horizontal Outlet Ø 40 mm with Sealing Ring
•	 Cap. 25 l/min
•	 Mounting Flange around Channel
•	 Width 100 mm
•	 Easy to Clean, See page 86
•	 Provided with Grating 8 x 8 mm Holes
•	 Special Design Gratings, See page 57
•	 Provided with Earthing Point
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Shallow Shower Channels
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AQD-SCH-801321-A-SS t/m AQD-SCH-101321-A-SS

•	 Stainless Steel 304
•	 Removable Plastic Water Trap (50 mm)
•	 Capacity 35 l/min
•	 3 Different Straight Lengths 800 - 900 and 1000 mm
•	 Horizontal Outlet Ø 50 mm with EPDM Sealing Ring
•	 Separate Adjustable Feet for Optimal Construction in the Floor
•	 TOP Design, Invisible Water Drainage

135 33
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72 50
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Shower Channels for Wall Fixing
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AQD-SCH-601331-A-SS t/m AQD-SCH-101331-A-SS

•	 Stainless Steel 304
•	 Removable Plastic Water Trap (50 mm)
•	 Capacity 35 l/min
•	 5 Different Corner Lengths 600 - 700 - 800 - 900 and 1000 mm
•	 Horizontal Outlet Ø 50 mm with EPDM Sealing Ring
•	 Separate Adjustable Feet for Optimal Construction in the Floor
•	 TOP Design, Invisible Water Drainage

Shower Channels for Wall Fixing
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For easy remove spare parts of a shower channel or drain, for
example cleaning or unclog  it, use this special tool. 
see page 86
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AQD-SCU-301021-A-BS t/m AQD-SCU-121021-A-BS

•	 Stainless Steel 304
•	 10 Different Lengths, Ascending per 100 mm
•	 Removable Smell Adaptor (RSA)
•	 Vertical or Horizontal Outlet Connection
•	 Cap. 40 l/min.
•	 Mounting Flange around Channel
•	 Width 70 mm
•	 Standard Grating Provided with Holes 8 x 8 mm
•	 Provided with Earthing Point
•	 Easy to Clean, See page 86
•	 Special Design Gratings, See page 57

Premium Line Shower Channels - 7 cm
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The same as the AQD-SCU-301021 series, deviating data:

•	 3 Different Lengths, 800, 900 and 1000 mm
•	 Standard Provided with Slot Cover, See page 57
•	 Channel Provided with Wall Flange

AQD-SCU-801026-A-BS	 800 x 70 mm	 Shower Channel with Wall Flange
AQD-SCU-901026-A-BS	 900 x 70 mm	 Shower Channel with Wall Flange
AQD-SCU-101026-A-BS	 1000 x 70 mm	 Shower Channel with Wall Flange 

Ø50

800 t/m 1000

70 11
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Extra: Rubber Mat For Waterproof Installation, See page 88
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Standard Shower Channels - 10 cm
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Standard Shower Channels - 10 cm

AQD-SCH-309221-A-BS t/m AQD-SCH-121021-A-BS

•	 Stainless Steel 304
•	 10 Different Lengths, Ascending per 100 mm
•	 Removable Plastic Water Trap (50 mm)
•	 Horizontal Outlet Connection with Sealing Ring
•	 Cap. 30 l/min
•	 Mounting Flange around Channel
•	 Width 100 mm
•	 Standard Grating Provided with Holes 8 x 8 mm
•	 Provided with Earthing Point
•	 Special Design Gratings, See page 57
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AQD-SCH-131021-A-BS t/m AQD-SCH-201021-A-BS

•	 Stainless Steel 304
•	 8 Different Lengths, Ascending per 100 mm
•	 Removable Plastic Water Trap (50 mm)
•	 Horizontal Outlet Connection with Sealing Ring
•	 Cap. 30 l/min
•	 Mounting Flange around Channel
•	 Width 100 mm
•	 Standard Grating Provided with Holes 8 x 8 mm
•	 Provided with Earthing Point
•	 Special Design Gratings, See page 57

Extra: Rubber Mat for Waterproof Installation, See page 88
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AQD-SCV-301421-A-BS t/m AQD-SCV-121421-A-BS

•	 Stainless Steel 304
•	 10 Different Lengths, Ascending per 100 mm
•	 Removable Plastic Water Trap (50 mm)
•	 Vertical Outlet Connection with Sealing Ring
•	 Cap. 30 l/min
•	 Mounting Flange around Channel
•	 Width 100 mm
•	 Standard Grating Provided with Holes 8 x 8 mm
•	 Provided with Earthing Point
•	 Special Design Gratings, See page 57
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AQD-SCV-131521-A-BS t/m AQD-SCV-201521-A-BS

•	 Stainless Steel 304
•	 8 Different Lengths, Ascending per 100 mm
•	 Removable Plastic Water Trap (50 mm)
•	 Vertical Outlet Connection with Sealing Ring
•	 Cap. 30 l/min
•	 Mounting Flange around Channel
•	 Width 100 mm
•	 Standard Grating Provided with Holes 8 x 8 mm
•	 Provided with Earthing Point
•	 Special Design Gratings, See page 57
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Extra: Rubber Membrane for Waterproof Installation, See page 88

Standard Shower Channels - 10 cm
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Design Gratings for Shower Channels

AQD-SCH-601024-A-BS t/m AQD-SCH-121024-A-BS
Horizontal Outlet

AQD-SCV-601024-A-BS t/m AQD-SCV-121024-A-BS
Vertical Outlet

AQD-SCU-601024-A-BS t/m AQD-SCU-121024-A-BS

AQD-SCH-601024-B-BS t/m AQD-SCH-121024-B-BS
Horizontal Outlet

AQD-SCV-601024-B-BS t/m AQD-SCV-121024-B-BS
Vertical Outlet

AQD-SCH-601024-C-BS t/m AQD-SCH-121024-C-BS
Horizontal Outlet

AQD-SCV-601024-C-BS t/m AQD-SCV-121024-C-BS
Vertical Outlet

AQD-SCU-601024-C-BS t/m AQD-SCU-121024-C-BS
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IX304 Slim Line Shower Channels - 3.5 cm



59
Discover more at www.aquazone-uk.com

IX304 Slim Line Shower Channels - 3.5 cm

•	 Stainless Steel 304
•	 35 mm Width
•	 Removable Plastic 35 mm Water Trap 
•	 Capacity 30 l/min.
•	 Horizontal Outlet Ø 50 mm with Separate Connecting Unit
•	 Provided with Earthing Point
•	 2 Different Gratings

AQD-SCH-603521-A-BS	 600 x 35 mm	 Shower Channel with Standard Grating
AQD-SCH-603524-A-BS			   Separate Long Grooved Grating  
AQD-SCH-603521-A-TK			   Separate Teak Look Grating  	  	  

AQD-SCH-703521-A-BS	 700 x 35 mm	 Shower Channel with Standard Grating
AQD-SCH-703524-A-BS			   Separate Long Grooved Grating  
AQD-SCH-703521-A-TK			   Separate Teak Look Grating  
	
 	  	  
AQD-SCH-803521-A-BS	 800 x 35 mm	 Shower Channel with Standard Grating
AQD-SCH-803524-A-BS			   Separate Long Grooved Grating  
AQD-SCH-803521-A-TK			   Separate Teak Look Grating  	

AQD-SCH-903521-A-BS	 900 x 35 mm	 Shower Channel with Standard Grating
AQD-SCH-903524-A-BS			   Separate Long Grooved Grating  
AQD-SCH-903521-A-TK			   Separate Teak Look Grating  	  
	
 	  
AQD-SCH-103521-A-BS	 1000 x 35 mm	 Shower Channel with Standard Grating
AQD-SCH-103524-A-BS			   Separate Long Grooved Grating  
AQD-SCH-103521-A-TK			   Separate Teak Look Grating  	

600 - 1000 
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IX304 Slim Line Shower Channels - 3.5 cm
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•	 Stainless Steel 304
•	 35 mm Width
•	 Provided with Wall Flange
•	 Removable Plastic 35 mm Water Trap 
•	 Capacity 30 l/min.
•	 Horizontal Outlet Ø 50 mm 
•	 Provided with Earthing Point
•	 2 Different Gratings

600 - 1000 
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700 - 1000 
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AQD-SCH-703521-B-BS	 700 x 35 mm	 Shower Channel with Standard Grating
AQD-SCH-703524-A-BS	  		  Separate Long Grooved Grating  
AQD-SCH-703521-A-TK	  	  	 Separate Teak Look Grating  	  	
 	  

AQD-SCH-803521-B-BS	 800 x 35 mm	 Shower Channel with Standard Grating
AQD-SCH-803524-A-BS	  		  Separate Long Grooved Grating  
AQD-SCH-803521-A-TK	  		  Separate Teak Look Grating  	

AQD-SCH-903521-B-BS	 900 x 35 mm	 Shower Channel with Standard Grating
AQD-SCH-903524-A-BS	  		  Separate Long Grooved Grating  
AQD-SCH-903521-A-TK	  		  Separate Teak Look Grating  	
 	  	  

AQD-SCH-103521-B-BS	 1000 x 35 mm	 Shower Channel with Standard Grating
AQD-SCH-103524-A-BS	  		  Separate Long Grooved Grating  
AQD-SCH-103521-A-TK	  	  	 Separate Teak Look Grating  	

IX304 Slim Line Shower Channels - 3.5 cm
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  600 x 50 mm

  700 x 50 mm

  800 x 50 mm  
  
  900 x 50 mm     

1000 x 50 mm

AQD-SCH-605023-A-SS

AQD-SCH-705023-A-SS

AQD-SCH-805023-A-SS

AQD-SCH-905023-A-SS

AQD-SCH-105023-A-SS

IX304 Slim Shower Channels for Wall Fixing
10

0

50

50

139

80

63

640 - 1040

600 - 1000
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50 38
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New in our extensive range of stainless steel shower channels is the Patent Line Range, these channels are 
distinguished by having a very elegant appearance in the bathroom. The narrow width of 50 mm and a removable 
water trap ensure an unlimited choice offer. All the shower channels are equipped with a horizontal outlet of Ø 
50 mm and an earthing point. For extra secure placement these shower channels are provided with a sanded 
skin on the outside.

The Patent Line shower channels are provided with a removable tile insert with a depth of 13 mm, so all kinds 
of flooring, like tiles, marble, granite, natural stone, ceramic parquetries and mosaic can be installed.

600 x 50 mm         AQD-SCH-605023-A-SS
700 x 50 mm         AQD-SCH-705023-A-SS
800 x 50 mm         AQD-SCH-805023-A-SS
900 x 50 mm         AQD-SCH-905023-A-SS
1000 x 50 mm       AQD-SCH-105023-A-SS
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IX304 Slim Shower Channels for Wall Fixing

NEW!!



64
Discover more at www.aquazone-uk.com

Contract ABS Shower Channels - 10 cm

AQD-SCU-308421-A-BS t/m AQD-SCU-108421-A-BS

•	 ABS Plastic Body
•	 Stainless Steel Grating
•	 100 mm Wide
•	 Removable Stainless Steel Water Trap (50 mm)
•	 Self Draining Bottom, only Water in the Water Trap Area
•	 Horizontal or Vertical Outlet Ø 50 mm (Glue-Able)
•	 Grating Provided with Holes 8 x 8 mm
•	 8 Different Lengths 300 - 400 - 500 - 600 - 700 - 800 - 900 and 1000 mm
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Quarter Round  Shower Channels

The Quarter round stainless steel shower channels are for very specific installations, the 
curvature is 550 and is available in 3 different dimensions: 800 - 900 and 1000 mm.

AQD-SCH-801001-A-BS t/m AQD-SCH-101001-A-BS

•	 Stainless Steel 304
•	 100 mm Wide
•	 Removable Plastic Water Trap (50 mm)
•	 Capacity 30 l/min
•	 Self Draining Bottom, only Water in Water Trap
•	 Grating Made of One piece, Holes 8 x 8 mm
•	 Horizontal Outlet Ø 50 mm, with Sealing Ring
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Angle Shower Channels
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Angle Shower Channels

AQD-SCH-606031-A-BS t/m AQD-SCH-101031-A-BS

•	 Stainless Steel 304
•	 Removable Plastic Water Trap (50 mm)
•	 Capacity 30 l/min
•	 Horizontal Outlet Ø 50 mm, With Sealing Ring
•	 Self Draining Bottom, only Water in Water Trap
•	 Grating Made of One piece, Holes 8 x 8 mm 
•	 100 mm Wide

AQD-SCV-606031-A-BS t/m AQD-SCV-101031-A-BS

•	 Stainless Steel 304
•	 Removable Plastic Water Trap (50 mm)
•	 Capacity 30 l/min
•	 Vertical Outlet Ø 50 Mm, with Sealing Ring
•	 Self Draining Bottom, only Water in Water Trap
•	 Grating made of One piece, Holes 8 x 8 mm 
•	 100 mm Wide
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Floor Drains with Tile Inserts

AQD-TDH-301042-A-SS

•	 Stainless Steel 304
•	 Removable Tile Insert
•	 Removable Smell Adapter (50 mm)
•	 Cap. 35 l/min
•	 Horizontal Outlet Ø 50 mm (Sealing Ring)
•	 Invisible Water Discharge
•	 360º Rotatable Connection
•	 Provided with Earthing Point

•	 Stainless Steel 304
•	 Removable Tile Insert
•	 Removable Smell Adapter (50 mm)
•	 Cap. 35 l/min
•	 Horizontal or Vertical Outlet Ø 50 mm (Sealing Ring)
•	 Invisible Water Discharge
•	 360º Rotatable Connection
•	 Provided with Earthing Point

AQD-TDH-401042-A-SS and AQD-TDH-451042-A-SS

•	 Stainless Steel 304
•	 Removable Tile Insert
•	 Removable Smell Adapter (50 mm)
•	 Cap. 35 l/min
•	 Horizontal Outlet Ø 50 Mm (Sealing Ring)
•	 Invisible Water Discharge
•	 360º Rotatable Connection
•	 Provided with Earthing Point

AQD-TDU-966842-A-SS	 96  x  96 mm
AQD-TDU-146842-A-SS	 146 x 146 mm
AQD-TDU-196842-A-SS	 196 x 196 mm
AQD-TDU-296842-A-SS	 296 x 296 mm
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30 17

125
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Floor Drains with Tile Inserts

AQD-TDH-301042-A-SS

•	 Stainless Steel 304
•	 Removable Tile Insert
•	 Removable Smell Adapter (50 mm)
•	 Cap. 35 l/min
•	 Horizontal Outlet Ø 50 mm (Sealing Ring)
•	 Invisible Water Discharge
•	 360º Rotatable Connection
•	 Provided with Earthing Point

AQD-TDH-401042-A-SS and AQD-TDH-451042-A-SS

•	 Stainless Steel 304
•	 Removable Tile Insert
•	 Removable Smell Adapter (50 mm)
•	 Cap. 35 l/min
•	 Horizontal Outlet Ø 50 Mm (Sealing Ring)
•	 Invisible Water Discharge
•	 360º Rotatable Connection
•	 Provided with Earthing Point
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Floor Drains with Tile Inserts
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AQD-TG-9650-BS 	 96 x 96 mm
AQD-TG-14650-BS 	 146 x 146 mm
AQD-TG-19650-BS 	 196 x 196 mm	
AQD-TG-29650-BS 	 296 x 296 mm

•	 Heavy Duty Tile Drain
•	 Stainless Steel Grade 304
•	 2.0 mm Thick
•	 Vertical Outlet Dia. 50 mm
•	 Capacity - 35 l/m
•	 Brushed Stainless Steel

Floor Drains with Tile Inserts
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Floor Drains with Tile Inserts
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AQD-TG-146102-BS 	 146 x 146 mm
AQD-TG-196102-BS 	 196 x 196 mm
AQD-TG-296102-BS 	 296 x 296 mm	

•	 Heavy Duty Tile Drain
•	 Stainless Steel Grade 304
•	 2.0 mm Thick
•	 Vertical Outlet Dia. 100 mm
•	 Capacity - 35 l/m
•	 Brushed Stainless Steel

Floor Drains with Tile Inserts
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Shower Channels with Tile Insert
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AQD-SCH-811023-A-SS / AQD-SCH-911023-A-SS / AQD-SCH-101023-A-SS

•	 Stainless Steel 304
•	 Removable Plastic Water Trap
•	 Cap. 35 l/min
•	 Horizontal Outlet Ø 50 mm (Sealing Ring)
•	 Removable Tile Tray (with Special Key AQD-TOOL-01)
•	 Invisible Water Discharge 
•	 Provided with Earthing Point

Shower Channels with Tile Insert
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Restaurant Kitchen Channels
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AQD-SCU-052021-A-SS t/m AQD-SCU-202021-A-SS

•	 Stainless Steel 304
•	 Cap. 85 l/min
•	 360º Rotatable Horizontal or Vertical Outlet Ø 75 mm
•	 Drain in Height Adjustable
•	 Non Skid Mesh Grating
•	 Removable Dirt Catcher
•	 Provided with Earthing Point
•	 4 Different Lenghts 500 - 1000 - 1500 and 2000 mm

Restaurant Kitchen Channels
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Industrial Drains
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Industrial Drains
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AQD-IDV-252841-A-SS

•	 Stainless Steel 304
•	 Removable 50 mm Water Trap
•	 Plate Cover, Load Cap. 3000 kg
•	 Removable Basket for Optimal Dirt Capture
•	 Vertical Outlet Ø 110 mm
•	 Hygienic Round Drainbowl

AQD-IDV-252842-A-SS 
•	 Screwed Grating

AQD-IDH-252141-B-SS

•	 Stainless Steel 304
•	 Removable 50 mm Water Trap
•	 Non Skid Mesh, Load Cap. 3000 kg
•	 Removable Basket for Optimal Dirt Capture
•	 Horizontal Outlet Ø 110 mm
•	 Hygienic Round Drainbowl
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AQD-IDV-252841-B-SS

•	 Stainless Steel 304
•	 Removable 50 mm Water Trap
•	 Non Skid Mesh, Load Cap. 3000 kg
•	 Removable Basket For Optimal Dirt Capture
•	 Vertical Outlet Ø 110 mm
•	 Hygienic Round Drainbowl
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AQD-IDH-252141-A-SS

•	 Stainless Steel 304
•	 Removable 50 mm Water Trap
•	 Plate Cover, Load Cap. 3000 kg
•	 Removable Basket for Optimal Dirt Capture
•	 Horizontal Outlet Ø 110 mm
•	 Hygienic Round Drainbowl

AQD-IDH-252142-A-SS
•	 Screwed Grating
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AQD-IDV-302841-A-SS

•	 Stainless Steel 304
•	 Removable 50 mm Water Trap
•	 Plate Cover, Load Cap. 3000 kg
•	 Removable Basket for Optimal Dirt Capture
•	 Vertical Outlet Ø 110 m
•	 Hygienic Round Drainbowl

AQD-IDV-302842-A-SS
•	 Screwed Grating

AQD-IDH-302141-B-SS

•	 Stainless Steel 304
•	 Removable 50 mm Water Trap
•	 Non Skid Mesh, Load Cap. 3000 kg
•	 Removable Basket for Optimal Dirt Capture
•	 Horizontal Outlet Ø 110 mm
•	 Hygienic Round Drainbowl

AQD-IDV-302841-B-SS

•	 Stainless Steel 304
•	 Removable 50 mm Water Trap
•	 Non Skid Mesh, Load Cap. 3000 kg
•	 Removable Basket for Optimal Dirt Capture
•	  Vertical Outlet Ø 110 mm
•	  Hygienic Round Drainbowl

AQD-IDH-302141-A-SS

•	 Stainless Steel 304
•	 Removable 50 mm Water Trap
•	 Plate Cover, Load Cap. 3000 kg
•	 Removable Basket for Optimal Dirt Capture
•	 Horizontal Outlet Ø 110 mm
•	 Hygienic Round Drainbowl

AQD-IDH-302142-A-SS
•	 Screwed Grating

Industrial Drains
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AQD-IDV-402641-A-SS

•	 Stainless Steel 304
•	 Removable Basket with Water Trap (60 mm)
•	 Non Skid Grating, Load Cap. 3000 kg
•	 Vertical Outlet Ø 125 mm
•	 Standpipe Provided with Welded Grating

AQD-IDV-502641-A-SS

•	 Stainless Steel 304
•	 Removable Basket With Water Trap (60 mm)
•	 Non Skid Grating, Load Cap. 3000 Kg
•	 Vertical Outlet Ø 160 mm (Ø 125 mm Option)
•	 Standpipe Provided with Welded Grating

0160

Industrial Drains
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Industrial Channels

AQD-ICV-502020-A-SS 
AQD-ICV-102020-A-SS
AQD-ICV-152020-A-SS

•	 Stainless Steel 304
•	 200 mm Wide
•	 Cap. 45 l/min
•	 Connectable by Viton Gasket, Incl. Bolts and Nuts
•	 Gratings: Plate or Mesh, See page 83
•	 Removable Stainless Steel Water Trap
•	 Channel with Vertical Outlet Ø 110 mm, Lenghts 500 - 1000 - 1500 mm
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500 / 1000 / 150070

110
200

90

500 / 1000 / 150070
200

AQD-ICU-502020-A-SS
AQD-ICU-102020-A-SS
AQD-ICU-152020-A-SS

•	 Stainless Steel 304
•	 200 mm Wide
•	 Connectable by VITON Gasket, Incl. Bolts and Nuts
•	 Gratings: Plate or Mesh, See page 83 
•	 Channel Without Outletpipe, Lenghts 500 - 1000 - 1500 mm

Siphon Ø 110 mmAQD-ICU-152020-B-SS

•	 Stainless Steel 304
•	 Removable Water Trap (50 mm)
•	 Cap. 45 l/min

AQD-ICU-152020-C-SS

•	 Stainless Steel End Plate
•	 Incl. Bolts, Nuts and VITON Gasket

Ø 6,3

200 3

90
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AQD-ICU-152020-C-SS

•	 Stainless Steel End Plate
•	 Incl. Bolts, Nuts and VITON Gasket
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AQD-ICU-501624-A-SS   plate cover  500 mm
AQD-ICU-101624-A-SS   plate cover 1000 mm
AQD-ICU-151624-A-SS   plate cover 1500 mm

•	 Stainless Steel 304
•	 Plate Cover, Load Cap. 2000 kg
•	 Hygienic Surface
•	 3 Different Lengths

AQD-ICU-501624-A-SS

AQD-ICU-151624-A-SS

AQD-ICU-101624-A-SS

AQD-ICU-101621-A-SS   Mesh Grating 500 mm
AQD-ICU-151621-A-SS   Mesh Grating 1000 mm

•	 Stainless Steel 304
•	 Mesh Grating, Load Cap. 1250 kg
•	 Grating for Quick Water Discharge
•	 Grating with Non Skid Surface

AQD-ICU-101621-A-SS / AQD-ICU-151621-A-SS

500 of 1000 mm

162

Industrial Channels
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AQD-ICU-302034-A-SS

•	 Stainless Steel 304
•	 Connecting Corner (90) Element 
•	 Complete with Plate Cover, Load Cap. 2000 kg
•	 Connectable by VITON Gasket, Incl. Bolts and Nuts
•	 Hygienic Surface
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AQD-ICU-302031-A-SS

•	 Stainless Steel 304
•	 Connecting Corner (90) Element
•	 Complete with Mesh Grating, Load Cap. 1250 kg
•	 Connectable by VITON Gasket, Incl. Bolts and Nuts
•	 Grating with Non Skid Surface
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AQD-ICU-302004-A-SS

•	 Stainless Steel 304
•	 Connecting T Element
•	 Complete With Plate Cover, Load Cap. 2000 kg
•	 Connectable by VITON Gasket, Incl. Bolts and Nuts
•	 Hygienic Surface
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Industrial Channels
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AQD-ICU-302001-A-SS

•	 Stainless Steel 304
•	 Connecting T Element
•	 Complete with Mesh Grating, Load Cap. 1250 kg
•	 Connectable by VITON Gasket, Incl. Bolts and Nuts
•	 Grating with Non Skid Surface
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Industrial Channels
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For easy removal of components from a shower channel or drain, for example cleaning or 
unclogging, use this multiple use tool made of unbeatable POM plastic, this multi tool provides 
all possible solutions to remove all kinds of components like gratings, inserts and water traps. A 
mandatory tool that must be present in any bathroom.

AQD-TOOL-01

Accessories
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Accessories
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The most critical element of shower channel or drain installation is ensuring it is sealed 
and waterproofed by using a flexible membrane. These membranes are made of non-woven 
polyester material and provided with butyl adhesive for a waterproof connection to the 
shower channel or drain. On all membranes there are cut-outs for the shower channel or 
drain dimensions; they always fit exactly.

The minimum overlap of the membrane is 80 mm so the critical connection is always 
guaranteed. The top of the membrane can be glued using tile adhesive.

AQD-NWP-151544-A
Non Woven Polyester Membrane for Drains 150 x 150 mm

Accessories
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New!!

AQD-NWP-507024-A	 Non Woven Polyester Membrane for Shower Channel 500 x 70 mm
AQD-NWP-607024-A	 Non Woven Polyester Membrane for Shower Channel 600 x 70 mm
AQD-NWP-707024-A	 Non Woven Polyester Membrane for Shower Channel 700 x 70 mm
AQD-NWP-807024-A	 Non Woven Polyester Membrane for Shower Channel 800 x 70 mm
AQD-NWP-907024-A	 Non Woven Polyester Membrane for Shower Channel 900 x 70 mm
AQD-NWP-107024-A	 Non Woven Polyester Membrane for Shower Channel 1000 x 70 mm

AQD-NWP-501024-A	 Non Woven Polyester Membrane for Shower Channel 500 x 100 mm
AQD-NWP-601024-A	 Non Woven Polyester Membrane for Shower Channel 600 x 100 mm
AQD-NWP-701024-A	 Non Woven Polyester Membrane for Shower Channel 700 x 100 mm
AQD-NWP-801024-A	 Non Woven Polyester Membrane for Shower Channel 800 x 100 mm
AQD-NWP-901024-A	 Non Woven Polyester Membrane for Shower Channel 900 x 100 mm
AQD-NWP-101024-A	 Non Woven Polyester Membrane for Shower Channel 1000 x 100 mm

AQD-NWP-605024-A	 Non Woven Polyester Membrane for Shower Channel 600 x 50 mm
AQD-NWP-705024-A	 Non Woven Polyester Membrane for Shower Channel  700 x 50 mm
AQD-NWP-805024-A	 Non Woven Polyester Membrane for Shower Channel  800 x 50 mm
AQD-NWP-905024-A	 Non Woven Polyester Membrane for Shower Channel  900 x 50 mm
AQD-NWP-105024-A	 Non Woven Polyester Membrane for Shower Channel  1000 x 50 mm

Membranes for Channels
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DIGITAL PLATFORMS

THIS BROCHURE IS AVAILABLE IN DIGITAL FORMAT
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